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Abstract: The effectiveness of steel flat coupler bar introduced at 

the core of exterior beam-column joint has been assessed. Totally 

four groups of eight half scaled specimens have been chosen and 

the joints have been tested under reverse cyclic loading condition. 

To prove the efficiency of the proposed steel flat coupler bar joint 

totally three categories of joint details have been taken. The first 

(E-SMRJ) and second category (E-OMRJ) of joint has been 

detailed as per the recommendation of code IS13920 & IS456. The 

third category (E-FTJ) of the joint name as field joint that is no 

anchorage and no joint stirrups have been provided to the joint 

core.  The experimental results showed that the specimen 

constructed with steel flat coupler bar was superior behavior than 

that of all other specimens. Also, the experimental results were 

compared with the internal codes (ACI352-1991, NZS 3101- 1995,   

EN 1998-1:2003) and national code (IS13920-1993 draft) 

requirements. The code comparative result of the proposed joint 

specimen is found satisfactory and the predicted joint shear 

strength values are close to the experimental result. 

 

Index Terms: Reinforced concrete, Exterior joint, Steel flat 

coupler bar, Strength, Ductility, Shear strength.  

I. INTRODUCTION 

Beam-column joint (joint) are vulnerable zone and during 

strong ground motion, a huge amount of shear force always 

present in this region and amount of this force always higher 

than the that of adjacent elements such as beams and columns 

[Murty et al. 2003].  Absence of studying the shear force in 

the joint region may result in serious damages or collapse in 

the structural joint. The main three factors affecting the 

overall behaviour of the joint and these factors are the type of 

anchorage given to beam main bar, the compressive strength 

of concrete and shear strength joint. Alva et al. (2006) 

conducted the test on four exterior joint sub assemblages with 

cyclic loading condition. From the detailed study, they have 

concluded that the concrete strength and joint confinement is 

playing a major role in the joint region and both are severe 

effects the hysteresis behaviour of joint. Atta et al. (2003) 

reported the behaviour of the ten number of RC high strength 

exterior joint and their study concluded that the joint area is 

mainly affected by the grade of concrete and lateral ties or 
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spiral. Kim and La Fave (2007) reported the importance of 

concrete strength and prove this a data base have been 

constructed and categories the data base based on the types of 

joint and failure mode of the joint. Their study concluded that 

the shear capacity of the joint is greatly affected by concrete 

compressive strength. Richart et al. (1929) and Iyengar et al. 

(1970) suggested the use of lateral ties was one of the 

effective to improve the  strength and ductility. Park and 

Mosalam, 2012 reported the importance of ‘joint aspect 

ratio’, shear index and column axial stress in the exterior joint 

by conducting experimental study. From the experimental 

study hey have concluded that the shear capacity of the 

exterior joint is mainly affected by  ‘joint aspect ratio’ and 

shear index. Kitayama et al. (1991) have been conducted the 

test on 43 interior joint under seismic condition and their 

study concluded that the shear strength of the interior joint 

was greatly  improved by addition the shear reinforcement in 

the joint region. Ehsani and Wight (1985) conducted the 

experimental study on six exterior joint and all the joints were 

tested under seismic condition. The main investigating 

parameter was joint transverse reinforcement, ratio of flexure 

capacity (beam-to-column) and joint shear stress. They 

reported that the main function joint transverse reinforcement 

is to minimise the crack in the joint panel and improve the 

overall behaviour joints. Park and Paulay (1973), conducted 

the test on  thirteen full scale RC beam-column joint under 

reverse cyclic loading. The primary varible were taken for 

this study is type of anchorage, amount of hoop 

reinforcement and “U” bar.   after detailed experimental 

study they concluded that the deterioration of the joint mainly 

due to diagonal tension cracking and failure of beam  

anchorage in the core region.  Leon (1989) reported the 

behaviour four half scaled interior joint specimen and the 

main investigation parameter was joint shear stress, 

anchorage length and column depth. From the test results 

they found that anchorage 24 time of diameter of bar is 

required to achieve the ultimate strength and anchorage 28 

time of diameter of bar exhibits, good energy dissipation 

capacity. Murty (2003), investigated twelve number of 

exterior joint with different reinforcement detailing. From 

results of the study, they concluded that the specimen 

combination of ACI standard hook and full anchorage with 

hairclip exhibits superior energy dissipation and better 

hysteretic performance. Anoop kumar (2014), investigated 

the effect of anchorage length in RC exterior  joint under 

reverse cyclic loading. The main object of their study was  

effect of behaviour in the joint by 

increasing development length of 

beam main bar.  
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From the study he concluded that the load carrying capacity 

and energy absorption capacity of the specimen were 

increased by the increasing development length of beam 

main bar. In brief, the above literature study it has been 

identified that the shear capacity of the joint is greatly 

affected by concrete strength, amount of hoop reinforcement 

and type of anchorage of beam main bar. Many researchers 

were suggested different joint reinforcement patterns and 

techniques improve the shear capacity of joint. The joint 

reinforcement patterns and techniques are  hairclip 

reinforcement technique [Murty 2003)], spiral reinforcement 

technique [Karayannis 2014], Core reinforcement technique 

[Kaliluthin and Kothandaraman (2014)], Headed bar 

technique [Kang 2012, Wallace et al. 1998, Bashandy 1996], 

combination of headed bar and hair clip reinforcement 

technique [Rajagopal and Prabavathy 2013], Steel plate at the 

end of beam [Kotsovo  2011], square spiral reinforcement 

[Asha and Sundararajan 2011], Twisted opposing rectangular 

spiral [Azimi et al. 2014] fibre reinforcement technique 

[Prsanna 2017, Kalivani, 2016, Oinam 2013], king cross steel 

profile [Kadamingsih 2017] beam stub [Chidambaram and 

Thirugnanam 2012] inclined bar technique [Tsonos et al. 

1992  Bindhu and Jaya 2010], Diagonal Collar stirrups 

[Bindhu and Sreekumar, 2011], headed stud technique [Cui, 

2012], and “X” bar technique [Lu et al. 2012]. The author 

Marimuthu and Kothandaraman (2019) (Paper-1) critically 

review the above techniques and listed out the salient features 

of each technique.  To overcome from the existing 

construction difficulties in the joint, a innovative technique 

“steel flat coupler bar” has been introduced in the core joint 

as alternate option for standard ninety-degree hook. The main 

important features of the proposed techniques are easy 

installation, reduced the cost, less time and less usage of 

labour, manpower and machinery etc,  Marimuthu and 

Kothandaraman (2019) (Paper-2), reported the impact of cost 

and time on proposed steel flat coupler bar joint and their 

study concluded that the cost of construction using this 

technique is reduced and time consumption for construction 

using this technique effectively reduced.  

 

II. RESEARCH SIGNIFICANCEA  

 

steel flat coupler bar is an alternative solution to improve the 

existing details (replace standard 90-degree hook) as well as 

overall behaviour of the specimen.  The use of standard 

90-degree hook cause many construction difficulties such as 

fabrication, fixing, (installation), compaction of concrete and 

steel congestion, increased manpower, increased time etc. 

Providing coupler in the joint region offers a good solution to 

encounter the above problem. To determine the shear 

capacity and overall performance of the steel flat coupler bar 

(SFCB) joint specimen,  a reverse cyclic test was conducted 

on the exterior joint with three categories of joint details 

(refer fig. All the specimen have been tested under 

displacement control mode with increasing drift ratio. The 

test results provide valuable information on the behaviour of 

exterior joint constructed with steel flat coupler. Also, this 

study provides test observation, comparative analysis of joint 

shear stress with national and internal codes, comparison of 

shear strength with an existing model proposed by 

Jiuhuru(1992) and Bakir(2003) and summary of all the 

observed results strength with an existing model proposed by 

Jiuhuru(1992) and Bakir(2003) and summary of all the 

observed results 

III. EXPERIMENTAL PROGRAMME 

3.1  Materials 

All the specimens have been cast with M20 grade of 

concrete and Fe500 grade of steel.  The 53 grade of OPC 

cement has been used for casting the specimen. The river 

sand was used as fine aggregate and crushed granite was used 

as coarse aggregate. The fineness modulus of fine and coarse 

aggregate was 2.63 and 6.83 respectively. The concrete mix 

M20 was designed as per IS code IS10262;1992 and SP 

23:1982. The designed mix proportion for M20 grade of 

concrete is 1:2.5:3.33 and Table. 1 shows the weight of 

proportioned ingredients per meter cubic volume of concrete. 

To determine the compressive strength and modulus of 

elasticity of concrete a cube of 150 mm size was cast and 

tested. The average compressive strength and modulus of 

elasticity of concrete at the testing date was 47.90 N/mm2 and 

30.8 N/mm2 respectively. 

 

Table 1: Material property and Mix proportion 

 

Fineness 

modulus  

FA*1 

Fineness 

modulus  

CA*2 

Cement 

(kg/m3) 

FA*1 

(kg/m3) 

CA*2 

(kg/m3) 

Water 

(kg/m3) 

W/c*3 

ratio 

SP 

(kg/m3) 

2.63 6.83 330 170 850 1100 0.5 2.5 

*1Fineaggregate; *2Coarse aggregate; *3Water cement ratio;*4Fineness 
modulus 

3.2 Specimen geometry 

The test involves totally four sets of eight numbers of half 

scaled exterior specimen have been tested under seismic 

condition (reverse cyclic loading). The designation of test 

specimens is denoted as E-CMRJ, E-SMRJ, E-OMRJ and 

E-FTJ and all having a similar geometry and same material 

property. Table: 2 & 3 illustrates the schematic dimension 

and beam anchorage details of E-CMRJ, E-OMRJ, E-SMRJ 

and E-FTJ specimens.  The length of the column and beam 

were 1500m and 900mm respectively. The size of the beam 

was 125x175 and length of the beam was 900mm. The size of 

the column was 175x125 and length of the column was 

1500mm.Fe 500 grade of steel was used for both main and 

shear reinforcement. column and beam main reinforcement 

and 6mm diameter reinforcement was used as shear 

reinforcement. The beam was reinforced with two number 

10mm diameter bar at the top and bottom (main 

reinforcement) and 6mm diameter was used as stirrups (shear 

reinforcement). Similarly, the column was reinforced with 

four number 10mm diameter bar (main reinforcement) and 

6mm diameter was used as lateral ties (shear reinforcement). 

In the E-CMRJ specimen the beam main bar was anchored by 

steel coupler (refer Fig.2a) and E-SMRJ and E-OMRJ 

specimen were anchored by using details mentioned in the 

code IS13920-1993 and IS456-2000 respectively. In the 

fourth set of the specimen, no new shear hoops and no 

development length has been given to the join core region. 

The Fig. 3 shows anchorage of beam longitudinal bar and 

confinement details for beam, column 

and joint region for various 

groups of the specimens. 
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Table: 2 Test specimen details 

 
Specimen ID E-CMRJ E-SMRJ E-OMRJ E-FTJ 

Joint 

details 
f’c (MPa) 47.74 48.13 47.39 48.3 

Column 

details 

(mm) 

Lc 1500 1500 1500 1500 

Hc 125 125 125 125 

Bc 175 175 175 175 

Main reinf. 
4Nos  

-10Ø 

4Nos 

-10Ø 

4Nos 

-10Ø 

4Nos 

-10Ø 

Shear 

reinf. 

6Ø 

@125mm

c/c 

6Ø 

@100& 

75mm 

c/c *1 

6Ø@ 

125mm 

c/c 

6Ø@ 

125mm 

c/c 

Beam 

details 

(mm) 

Lb 900 900 900 900 

Hc 175 175 175 175 

Bc 125 125 125 125 

Main reinf. 
4Nos 

-10Ø 

4Nos 

-10Ø 

4Nos 

-10Ø 

4Nos 

-10Ø 

Shear 

reinf. 

6Ø@ 

110mmc/

c 

6Ø@  

75 & 

35mm 

c/c*2 

6Ø@ 

110mm 

c/c 

6Ø@ 

110mm 

c/c 

*1 Two legged stirrups Φ 6 @75mm c/c for a distance of 490 mm at either 

side of the column and remaining portion 100mm c/c 
*2 Two legged stirrups Φ 6 @35mm c/c for a distance of 310mm from the 

face of the column and remaining portion 70mm c/c 

 

Table: 3 Beam main bar anchorage and  

development length details 

 
Speci

men 

ID 

Grade of 

Concrete & 

Reinf. 

Code details 
Development length 

(mm) 
Anchorage type 

E-CM

RJ 

M20 

& 
Fe500 

- - - Coupler anchor 

E-SM

RJ 

IS13920-1

993 

Tension side: 625 90-degree 

standard bent 
achorage 

Compression 
side: 

625 

E-OM
RJ 

IS456-200
0 

Tension side: 565 90-degree 

standard bent 

achorage 
Compression 

side: 
465 

E-FTJ - - - No anchorage 

 

 
Fig. 1 Joint details (a) Proposed coupler joint (E-CMRJ)                   

(b) E-SMRJ(IS13920-1993) (c) E-OMRJ(IS456-2000)                      

(d) E-FTJ 

3.3. Test programme 

 

Fig. 2 illustrate the experimental load setup for the exterior 

joint. The loading setup consists of gravity and lateral loading 

system. A 40kN gravity load (column axial load) was applied 

by means of 50 Tonne capacity hydraulic jack. This column 

axial is common for all the test specimen. The lateral load 

was applied by means of 3 Tonne capacity push-pull jack and 

it is applied at end of the beam (refer Fig. 2 (a) ) at the end of 

the beam tip. The reverse cyclic load (lateral load) 

application was performed under displacement control 

method with the predetermined drift ratio and reverse cyclic 

loading was followed as per the loading protocol 

recommended by ACI T1.1R-01(refer Fig. 2 (b) ). 

Fig. 3 shows the loading step and the number of cycles for 

each drift specified in the ACI Protocol. The loading history 

is based on the storey drift and each drift consist of three full 

reverse cycle loading. During the test totally three categories 

of the output were measured that is a force, joint rotation and 

strain. The force and strain were recorded through the data 

acquisition system. LVDT was used to measure joint rotation 

and linear deformation at different locations. The steel strain 

was measured locally on the reinforcement by means of foil 

type strain gauge and the concrete strain was measured using 

Demec gauge instrument. 

 

 

 
Fig. 2: (a) Experimental test set up for exterior joint                 

(b) Reverse cyclic loading protocol 

IV. BEHAVIOUR OF SPECIMEN 

4.1 Ultimate load 

To determine the overall behaviour of the test specimens 

the hysteresis loops were plotted. It is obtained by the plotting 

the horizontal load versus horizontal displacement. These 

loops indicate information about the cracking of concrete and 

yielding steel due to cyclic loading. Table .4 shows the 

ultimate load carrying capacity for all the four groups of 

specimen and  Fig. 4(b) illustrate the load envelop curve of 

hysteresis loops for all the group's specimen.  From this 

curve, the load carrying capacity, yield displacement, 

ultimate displacement and ductility of the specimens were 

obtained and listed in Table. 3.  From the table, it is observed 

that the average load carrying capacity of E-CMRJ, E-SMRJ, 

E-OMRJ and E-FTJ specimens were18.38 kN, 19.53kN, 

18.40kN and 17.65kN and corresponding displacement were 

found 48, 49, 45 and 42mm 

displacement. From Table. 4,   it is 

found tha 
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t the ultimate a load of E-SMRJ specimen was 12% higher 

than that of E-CMRJ specimen and performed better in 

resisting the load. This improvement in E-SMRJ was mainly 

due to the presence of higher amount stirrups in the beam, 

column and joint region and the main bar were anchored with 

large development length in the core joint.  (refer fig.2 (a)). 

The ultimate load carrying of E-CMRJ and E-OMRJ 

specimen was almost equal performance in resisting the load. 

This may be due to the detailing of reinforcement were the 

same except joint detail that is the method of anchorage was 

different (refer fig.2 (a) & (c)). Similarly, the ultimate load 

carrying capacity of E-FTJ is 10% lower than the E-CMRJ. 

The main reason for lowering the strength is mainly due to 

the lack of anchorage that is proper anchorage.  Table 4 

illustrate the details of the initial crack load and average 

ultimate load carrying capacity of the E-CMRJ, E-SMRJ, 

E-OMRJ and E-FTJ specimens. 

 

Table:4 Observed initial crack load and average ultimate load 

 
Test 

Specimen 

ID 

Initial 

crack load 

(kN) 

Pu*1 

(+)ve 

(kN) 

Pu (-)ve 

(kN) 

Pu  

(Average) 

(kN) 

Mu *2    

(kN) 

Mu 

limit*3 

(kN) 

Mu/Mu 

limit (kN) 

E-CMRJ 13.00 18.41 18.36 18.38 15.6 17.10 0.91 

E-SMRJ 8.50 19.46 19.60 19.53 16.6 16.62 1.00 

E-OMRJ 6.60 18.41 18.40 18.40 15.64 17.41 0.90 

E-FTJ 6.60 17.6 17.71 17.65 15.00 15.80 0.95 

*1Ultimate load; *2 Moment resistance of beam; *3 Limiting moment of 
resistance of beam;  

 

 

 
Fig. 3  Reverse cyclic loading protocol 

 

4.2 Ductility 

 

In an earthquake resistant structure, the ductility is the most 

important parameter to illustrate the level of safety. Good 

ductile structures are generally having the capacity of able to 

dissipate a significant amount of energy during cyclic 

deformations. The ductility of the specimen is expressed by 

the ductility factor (µ).   The ductility of the specimen is 

defined as the ratio of ultimate deformation (∆max) to the 

corresponding deformation when yielding (∆y) occurs. i.e. 

µ= (∆max / ∆y). Table .5 shows the ductility factor for all the 

four groups of the specimen.  From the Table 5, it is found 

that the ductility factor of E-CMRJ, E-SMRJ, E-OMRJ and 

E-FTJ specimen are 17.5, 6.00, 4.67 and 4.11. The ductility 

factor which is 2.9 times higher than E-SMRJ specimen and   

3.70 times higher than E-OMRJ  specimen and 4.25 times 

higher than E-FTJ specimen. So among all the specimens, the 

performance of the E-CMRJ specimen is excellent than the 

other specimens. In the E-CMRJ specimen during reverse 

cyclic loading a large deformation was found from 19mm 

cycle (refer Fig.3) to till ending (48mm cycle)of the test 

without a reduction in the strength. Hence E-CMRJ specimen 

is more ductile specimen and the load-envelope curve clearly 

indicates the ductile performance and the proposed coupler 

joint (E-CMRJ specimens) are most beneficial in the seismic 

regions. 

 

 

 

 
Fig. 4 (a) Displacement ductility comparison for E-CMRJ, 

E-SMRJ, E-SMRJ, E-FTJ specimen (b) Average stiffness 

comparison for E-CMRJ, E-SMRJ, E-SMRJ, E-FTJ specimen.        

(c) Comparative study of stiffness degradation for E-CMRJ, 

E-SMRJ, E-SMRJ, E-FTJ specimens 
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4.3 Stiffness 

 

Table .5 illustrate the stiffness behavior for E-CMRJ, 

E-SMRJ, E-SMRJ, E-FTJ specimen. The stiffness is defined 

as the required load for the unit deformation of the joint. 

During the reversal loading, micro cracks are initiated inside 

the joint. This formation cracks are interrupting force flow 

between the reinforcement and concrete and finally, the crack 

reduces the strength and will increase the deformation which 

may consequently reduce the stiffness. From the Table 5, it is 

found that the stiffness value of E-CMRJ, E-SMRJ, E-OMRJ 

and E-FTJ specimen are 6.33kN/mm, 2.36kN/mm, 

1.88kN/mm and 1.62kN/mm. 

Table. 5  Observed Ultimate load carrying                       

capacity of the specimens 

Specimen 

ID 

Yield 

Displacement 

(∆y) ( mm) 

Ultimate 

Displacement 

(∆max)(mm) 

Displacement 

ductility factor     

( µ) 

Initial stiffness 

(Ч) 

(kN/mm) 

(+)ve*1 (-)ve*2 (+)ve*1 (-)ve*2 (+)ve*1 (-)ve*2 (+)ve*1 (-)ve*2 

E-CMRJ 3.20 2.40 48 48 15.00 20.00 5.44 7.23 

E-SMRJ 11.6 6.40 48 50 4.13 7.81 1.675 3.06 

E-OMRJ 11.6 8.40 42 48 3.62 5.71 1.58 2.19 

E-FTJ 5.6 10.8 42 42 2.62 5.60 1.10 2.15 

*1(+)ve: Positive direction  *2(-)ve: Negative direction   

 

The stiffness value.  The stiffness factor for E-CMRJ 

specimen is 2.7 times higher than E-SMRJ specimen and 3.4 

times higher than E-OMRJ specimen and 3.9 times higher 

than E-FTJ specimen. So among all the specimens, the 

performance of the E-CMRJ specimen is excellent than the 

other specimens. Also, from the graph 4 (c), it is found that 

the stiffness degradation rate is similar for all group of the 

specimen (except initial stiffness) and the initial stiffness 

value is not the same for all the category of the specimen. 

 

4.4 Failure mode 

 

Fig. 5 illustrates the failure pattern of E-CMRJ, E-SMRJ, 

E-OMRJ and E-FTJ specimens. The development of crack 

which occurs at the end of each load cycle has been observed 

carefully and noted manually by marking the cracks. In the 

experiment, it was found that there are two types of cracks 

have been formed on the specimens and those are flexural 

cracks and shear cracks. From the experimental test, it is 

observed that initially, all the specimen had the same kind of 

behaviour was observed. The initial cracks (flexural cracks) 

in the beam appeared in E-CMRJ, E-SMRJ, E-OMRJ and 

E-FTJ specimens were 9mm, 4mm and 3mm respectively and 

diagonal cracks were 19mm, 19mm and 12mm displacement 

respectively. Similarly “X” shaped cracks in the joint region 

were 42mm, 35mm,30mm  and plastic hinge were developed 

at beams are 48mm, 42mm, 42mm displacement 

respectively. From the detailed observation, it is found that 

the initial crack developed at the beam in the E-CMRJ was 

delayed and less damage was observed in the beam and joint 

region. Further, no plastic hinges are developed inside the 

joint in the E-CMRJ specimen whereas in the E-FTJ 

specimen the plastic hinge was developed at inside of the 

joint. Hence, it is concluded that the behavior of E-CMRJ 

specimen is more effective in controlling the damages in the 

joint than that of E-SMRJ, E-OMRJ and E-FTJ specimens. 

 

 
 

 
Fig. 5 Photographs for crack pattern of for all specimens                   

(a) Test specimen E-CMRJ (b) Test specimen E-SMRJ                                                                                                             

(c) Test specimen E-OMRJ (d) Test specimen E-FTJ 

 

V. JOINTS CORE REQUIREMENTS FOR 

ANCHORAGE AND CONFINEMENT 

The seismic behavior of joints generally depends on the shear 

mechanism (strut and truss mechanism), the grade of 

concrete, anchorage of beam longitudinal reinforcement in 

the core region and confinement in the form of a transverse 

beam or in the form of hoop reinforcement (either rectangular 

tie or spiral) [Nilson & Winter 1991. In which anchorage type 

of beam’s longitudinal bars and confinement of joint are most 

important and previous earthquake history reported that the 

RC building was suffered severe damage or collapse 

especially the exterior joint had more affected than the 

interior joint. These failures were happened due to lack of 

knowledge of the above joint core requirement in the joint 

region. 

5.1. Anchorage of beam main bar in the core of joint: 

 

For resisting the seismic forces the quality of anchorage 

given to the beam main reinforcement in the joint is very 

important to ensure composite action between steel and 

concrete. Generally, it is achieved by a combination of bond 

and bearing on hooks. To avoid serious anchorage failure 

proper the joint of the member should have the proper design, 

detailing and code recommendation. The code IS 13920 & 

ACI 352-2 (2002) also strongly recommended the use of 

anchorage in the core joints region. For non-ductiling joint, 

the development of length (Ld) is calculated as per clause 

26.2 of IS 456-2000 code and for ductile detailing as per 

clause 6.2.5 of IS 13920-1993 code. 
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5.2 Confinement of core by transverse reinforcement: 

The successful transmission of shear force in the joint can 

be achieved by providing adequate lateral confinement to the 

joint core. The effective confinement may be achieved by 

either by beams or by lateral ties/stirrups or by spiral hoops 

provided within the joint. The confinement by transverse 

reinforcement and transverse members are recommended in 

Section 4.2.1and 4.2.2 of ACI 352R. For type 2 joint (ductile 

joint) the confinement of the joint by rectangular hoop 

reinforcement is calculated by 
*

gh c c

sh

yh

As b f
A 0.3 1

f Ac

  
= − 

 
 (1) 

but should not be less than,  

 

*
gh c c

sh

yh

As b f
A 0.9 1

f Ac

  
= − 

 
  (2) 

For Spiral hoops the volumetric ratio  

 c

s

yh

f
0.12

f
 =   (3)  

but should not be less than  

 
gc

s

yh c

Af
0.45 1

f A

  
 = − 

 
  (4) 

The shear reinforcement for non-seismic region may be 

gravity load design (non-ductile joint) calculated as per 

26.2.2.4 of IS 456-2000 and ductile detailing as per clause 

6.3.5 of IS 13920-1993. The special confining reinforcement 

has been calculated as per clause 7.4 and 8 of IS 13920-1993. 

The total cross-sectional area of circular or spiral hoops is 

gck

sh k

y k

Af
A 0.09SD 1.0

f A

 
= − 

 
  (5) 

and shall not less than
2

k k
A D

4


=  (6) 

rectangular hoop reinforcement is   

 
gck

k h

y k

Af
A 0.18S 1.0

f A

 
= − 

 
 (7)    

and shall not less than 300mm 

VI. EVALUATION OF THEORETICAL SHEAR 

STRENGTH FOR EXTERIOR JOINT 

6.1 Mechanisms of Shear transfer at exterior 

beam-column joint 

 

The shear behavior of joint is a complex interaction between 

bond and shear and it is controlled by bond and shear 

resisting mechanisms. In general, the joint shear is generally 

resisted by the action of diagonal concrete strut mechanisms 

and truss mechanisms (refer Fig. 6 (a) & (b)). The diagonal 

concrete strut mechanism is developed by internal forces 

(diagonal concrete compression force) generated in the 

concrete. For resisting joint shear the strut mechanism 

depends on the compressive strength of the concrete and does 

not require any contribution from horizontal or vertical 

reinforcement within the joint. The truss mechanisms depend 

on the bond between the concrete and tensile strength of 

lateral reinforcement and is formed by combination of the 

bond stress transfer along with the beam and column main 

reinforcement, the tensile resistance of hoop reinforcement   

and compressive resistance of uniform diagonal concrete 

strut in the joint panel (Uma and Prasad, 2013).

 
 

Fig. 6 (a) Forces in Exterior joint (b) Strut mechanism             

(c) Truss mechanism (Source : Park & Paulay 1975 

 

6.2 Shear strength of exterior joint  

 

The shear forces (Vj) in the joint is computed by considering 

tension force in the beam main reinforcement (T) and shear 

force in the column (Vcol). The expression for joint shear 

force Vj is 

 

Vj = T– Vcol  (8) 

 

The value of steel tension force (T) and column shear force 

(Vcol) may be calculated by the following equation 

 

𝑇 =
𝑃𝑙𝑏

0.9𝑑𝑏
   (9) 

 

𝑉𝑐𝑜𝑙 =
𝑃(𝑙𝑏+0.5ℎ𝑐)

𝑙𝑐
 (11) 

 

Where   ‘P’ is the load applied in the beam; ‘db’ is the 

effective depth of the beam; ‘hc’ is the depth of column; ‘lb’ is 

the length of the beam and ‘lc’ is the length of the column.  

 

 The shear stress in the joint depends on the shear area and 

the shear area is based on the dimension of beams and 

columns. The effective shear area (Ah
core) is calculated by 

multiplication of width of the joint and depth of the joint. The 

horizontal shear stress (τjh) and vertical shear stress (τjv) may 

be calculated by the following equation. 

 

𝜏𝑗ℎ =
𝐻

𝐴𝑐𝑜𝑟𝑒
ℎ (

𝐿𝑏

𝑑𝑏
−

𝐿𝑏+0.5𝐷𝑐

𝐿𝑐
)  (12)  

 

𝜏𝑗𝑣 =
𝐻

𝐴𝑐𝑜𝑟𝑒
𝑣 (1 − (

𝐿𝑏+0.5𝐷𝑐

𝐿𝑐
) (

𝐿𝑐+𝐷𝑏

𝑑𝑏
)) (13) 

 

Where   ‘H’ is the shear force; ‘Ah
core’ is Horizontal 

cross-sectional areas of the joint core; Av
core’ is vertical 

cross-sectional areas of the joint core ‘Lb’ is the length of the 

beam; ‘db’ is effective depth of the beam; ‘Dc’ is overall depth 

of the column; ‘Lc’ is length of the column; ‘Db ’ isoverall 

depth of the beam; 
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Table. 6 Horizontal (τjh) and Vertical shear (τjv) stress                          

for Exterior joint 

 

Specimen 

ID 

f’c 

(MPa) 

τjh 

(MPa) 

τjv 

(MPa) 

Maximum permissible shear stress (MPa) 

As per 

ACI*1  

(1.0(f’c)0.5) 

As per 

NZS*2 

(0.2(f’c)0.5 

As per 

EN*3 

(1.1(f’c)0.5) 

As per 

IS 13920*4 

(1.1(f’c)0.5) 

E-CMRJ 32.02 5.21 3.13 5.65 6.4 9.26 6.22 

E-SMRJ 31.12 5.54 3.32 5.58 6.22 9.04 6.13 

E-OMRJ 32.60 5.22 3.13 5.70 6.52 9.39 6.28 

E-FTJ 29.60 5.00 3.00 5.44 5.92 8.70 5.98 

*1  ACI352-1991; *2  NZS 3101;1995; *3 EN 1998-1:2003; *4IS 13920-1993 

 

6.3 Joint shear stress (Horizontal shear stress and 

Vertical shear stress) 

 

Table 6 showing the estimated horizontal shear stress (τjh) 

and vertical shear stress (τjv) for all the specimen. The 

estimated horizontal and vertical shear stress is compared 

with different codes such as ACI, NZS, EN and 

IS13920-1993draft etc., The strength and stiffness of the 

joints most affected by joint shear stress and all the code 

gives an important for this. The shear capacity is based on the 

strut mechanism and all the codes follow the same 

mechanism. The strut mechanism generally depends on 

concrete strength and amount of hoop reinforcement in the 

core joint.   The code ACI suggests 1.7 (f’c)0.5 Aj if confined 

on four sides 1.25 (f’c)0.5 Aj if the joint is confined on three 

sides and 1.7 (f’c)0.5 Aj for other cases. From the table, it is 

observed that the code ACI352-1991 suggested limiting 

shear stress for E-CMRJ, E-SMRJ, E-OMRJ and E-FTJ is 

5.65, 5.58, 5.7 and 5.44 MPa respectively. Similarly,, The 

code NZS 3101; 1995 suggests limiting value of shear stress 

is 0.2(f’c) and limiting shear stress for E-CMRJ, E-SMRJ, 

E-OMRJ and E-FTJ is 6.4, 6.22, 6.52 and 5.92 MPa 

respectively. The code EN 1998-1:2003 suggests limiting 

value of shear stress is (1.1(f’c)0.5)and limiting shear stress for 

E-CMRJ, E-SMRJ, E-OMRJ and E-FTJ are 9.26, 9.04,9.39 

and 8.70MPa respectively. Similarly, the code IS 

13920-1993 draft suggests limiting value of shear stress is 

(1.1(f’c)0.5) and limiting shear stress for E-CMRJ, E-SMRJ, 

E-OMRJ and E-FTJ are 6.22, 6.13, 6.28 and 5.98MPa 

respectively. Among all the codes the ACI352-1991 gives 

very closer value and the code EN 1998-1:2003 gives a 

higher value than that of ACI352-1991. The Fig. 7 & 8 shows 

a comparative study of horizontal shear stress (τjh) vs limiting 

shear stress recommended by different codes (ACI, NZS, EN 

and 13920-1993). 

 
 

Fig. 7 Comparison of Calculated Horizontal shear stress 

vs Maximum Permissible shear stress (ACI &NZS) 

 

 

 

 

 

 

 
 

 
 

Fig. 8 Comparison of Calculated horizontal shear stress 

vs Maximum permissible shear stress (EN & IS 13920) 

VII. EVALUATION OF THEORETICAL SHEAR 

STRENGTH FOR EXTERIOR JOINT 

7.1 Joint shear strength based on code ACI352-1991 

The code ACI-352 (1992) recommended empirical 

equation for computing the nominal shear strength (Vn) of the 

exterior joint is  

 

ф Vn = фϒ(f’c)0.5Aj>Vj (14) 

 

Where Aj is an effective area of joint; ф  is 0.85 (“ф” value is 

based on the effect of the transverse beam), ϒ is the shear 

strength coefficient factor depends on types of joint. For 

exterior joint, ϒ is taken as 20 for Type 1 joint and 15 for 

Type 2 joint, f’c=0.8fcu.; fcu=cylindrical compressive strength 

in MPa 

7.2 Joint shear strength based on code NZS 3101;1995 

The code NZS 3101: 1995 recommended empirical 

equation for computing the nominal shear strength (Vn)of the 

exterior joint is  

 

Vn = 0.2(f’c)0.5Aj (15) 

Where, f’c=0.8fcu; fcu=cylindrical compressive strength in 

MPa and Aj is an effective area of the joint and effective area 

may be calculated by multiplication of effective width of 

joint (bj) and depth of the column (h).                                      7.3 

Joint shear strength based on code EN 1998-1:2003 
 

The code EN 1998-1:2003recommended empirical 

equation for computing the nominal shear strength (Vn)of the 

exterior joint is  

Vjh=ηfcd(1-(νd/η))0.5 Aj (16) 

Where η is a reduction factor on concrete compressive 

strength; fcd  is a design value of compressive strength;              

vd is axial load in the column; Aj is an 

effective area of joint  
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7.4Joint shear strength based on code IS13920-1993 

The code IS13920-1993 draft recommended empirical 

equation for computing the nominal shear strength (Vn)of the 

exterior joint is  

Vn = 1.1(f’c)0.5Aj (17) 

Where Vn is nominal shear strength of the joint, f’c=0.8fcu ; 

fcu=cylindrical compressive strength in MPa; and Aj is an 

effective area of joint.  

VIII. COMPARATIVE STUDY OF ANALYTICAL 

MODEL (BAKIR, (2003) & JIHURU, (1992))                

WITH THE EXPERIMENTAL RESULTS  
 

8.1. Predicted shear strength proposed by Bakir, (2003) 

 
  Based on the test data available in the literature study, 

Bakir (2003) carried out a regression analysis and obtained 
regression statistics by using variables. The variables used for 
regression statistic analysis are concrete compressive 
strength, concrete cylinder strength, yield strength of stirrup, 
ratio of hoop reinforcement (stirrups), reinforcement ratio for 
column and beam, and ratio of height of column to the 
diameter of beam bars etc., Based on these studies, the Bakir, 
(2003) suggested the following equation for predicting the 
joint shear strength for exterior joint. The empirical equation 
for exterior joint is    

𝑉 = (
𝑏𝑐+𝑏𝑏

2
) ℎ𝑐𝜆 (0.092𝑓𝑐

′ + 0.55 ∫ (
ℎ𝑐

𝑑𝑏
) +

0.23
𝐴𝑠ℎ𝑓𝑦𝑠

(
𝑏𝑏+𝑏𝑐

2
)ℎ𝑐

)(18) 

8.2. Predicted shear strength proposed by Jihuru et al. 

(1992) 
To represent the seismic behavior of joint Jihuru et al. 

(1992) developed a model for predicting the ultimate shear 
strength of the RC exterior joints. The model was developed 
based on the assumption that even after cracking, 
considerable tensile stress remains in the concrete until the 
fibres are pulled out from the matrix.  The variables used for 
in this model are width and depth of the column, effective 
width and depth of joint,   axial compressive load of column, 
compressive strength of concrete  etc., The predicting the 
ultimate shear strength of the RC joints is calculated by 
summation of shear carried by the concrete (Vc), shear 
carried by fibre (Vf )( in this case Vf is zero and no fibre has 
been added in the concrete) and shear carried by the joint 
stirrups (Vs).  The empirical equation for calculating the 
ultimate shear strength is  

 

V=Vc +Vf+Vs (19) 

 

 𝑉𝑐 = 0.1 (1 +
𝑁

𝑏𝑐ℎ𝑐𝑓𝑎𝑐
) 𝑏𝑗ℎ𝑗𝑓𝑎𝑐 (20) 

 

𝑉𝑠 = 𝑓𝑦𝑠
𝐴𝑠ℎ

𝑆
(𝑑 − 𝑎𝑠

′ ) (21) 

 
Table: 7 Comparative study of shear strength                    

(Experimental vs Theoretical model) 

Specimen 

ID 

T*1 

(kN) 

Vcol*2 

(kN) 

Vj  *3  

(kN) 

Vn*4 (kN) 

Theoretical 

shear strength 

(kN) 

As per 

ACI 

As per 

NZS 

As per 

EN 

As per 

13920 

Bakir 

(2003) 

Jihuru 

(1992) 

E-CMRJ 108.49 12.76 95.72 123.29 140.00 202.36 136.02 66.17 75.76 

E-SMRJ 115.28 13.56 101.71 121.54 136.00 197.75 134.09 64.29 72.70 

E-OMRJ 108.61 12.77 95.83 124.39 142.62 205.41 137.37 67.35 76.75                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                 

E-FTJ 104.18 12.25 91.92 118.53 129.5 190.31 130.81 61.46 68.55 

*1 Steel Tensile force; *2 Column shear force; *3 Joint shear force;*4 Nominal shear 

strength  

 
 

 
Fig. 9 Comparison of experimental shear strength vs Theoretical 

model shear strength  (Bakir and Jihuru) 

The Table.7 shows shear strength shear strength based on 

code recommendation and experimental shear strength for 

various types of joints. From the Table. 7, it is observed that 

the shear strength calculated based on the code recommended 

values are higher than that of experimental value for all the 

specimen. Similarly, the theoretical strength calculated by 

Bakir and Jihuru model equation is lower than that of 

nominal and experimental shear strength. The Fig. 9 shows a 

comparative graph for experimental shear strength and 

predicting shear strength using Bakir 2003 & Jihuru 1992 

model equation. The ratio of experimental and theoretical 

shear strength calculated by Bakir model for E-CMRJ, 

E-SMRJ, E-OMRJ and E-FTJ is 1.45, 1.58, 1,42, 1.50 

respectively. Similarly, the ratio of experimental and 

theoretical shear strength calculated by Jihuru model for 

E-CMRJ, E-SMRJ, E-OMRJ and  E-FTJ is 1.26,1.40, 1,25, 

1.34 respectively. The shear strength calculated by Jihuru 

model is close to experimental shear strength value than that 

of Bakir model. 

IX. RESULTS AND DISCUSSION 

An experimental and theoretical study on RC Exterior joint 

has been performed under seismic loading condition. To find 

the effectiveness of the proposed steel flat coupler joint 

(E-CMRJ), three different category joints detailing (E-SMRJ, 

E-OMRJ and E-FTJ) have been chosen and these specimens 

were tested by reverse cyclic loading. The experimental shear 

strength of all the tested specimens was compared with 

international code (ACI352-1991, NZS 3101- 1995,   EN 

1998-1:2003) and national code (IS13920-1993 draft). From 

the detailed experimental and theoretical study the following 

conclusions have been drawn.  
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1. From the experimental and theoretical study, it is observed 

that the proposed steel flat coupler joint specimen is 

capable of resisting shear force under seismic loading 

condition.  

2. From the ductile point of view, the proposed steel flat 

coupler joint specimen was performed better than that of  

the other specimens. The displacement ductility factor for 

the proposed coupler joint specimen (E-CMRJ) was 2.9 

times higher than E-SMRJ specimen and 3.7 times higher 

than E-OMRJ specimen. 4.25 times higher than E-FTJ 

specimen.  

3. The initial flexural crack appeared in the beam at 9mm 

displacement cycle in E-CMRJ specimen whereas it 

appeared at 6mm displacement cycle in E-SMRJ specimen 

and 3mm displacement cycle in E-OMRJ specimen. When 

comparing all other specimens the initial crack has been 

delayed in the proposed steel flat coupler joint specimen. 

This behaviour of the specimen indicated that the initial 

stiffness of the specimen was direct increases.  The initial 

stiffness for E-CMRJ specimen was 2.67 times higher than 

E-SMRJ specimen and 3.36 times higher than E-OMRJ 

specimen. 3.90 times higher than E-FTJ specimen. 

4. The cracks appeared in the proposed steel flat coupler joint 

specimen (E-CMRJ) was found to be very less than the 

E-SMRJ, E-OMRJ and E-FTJ specimen. Further, the initial 

crack developed at the beam in the E-CMRJ specimen was 

delayed and less joint damage was observed in the beam 

and joint region. Hence, it is concluded that the 

performance of E-CMRJ specimen is more effective in 

controlling the damages in the joint than all other 

specimens. 

5. The proposed joint technique was successfully the 

eliminating the shear mode of the failures and also it 

eliminates the cleavage fracture and pulls out failure of the 

joint. Also, the test results indicate that the proposed joint 

specimen is a very effective method than that of specimen 

detailed by standard         ninety- degree hook. 

6. No plastic hinges were developed inside the joint in the 

E-CMRJ specimen whereas in the E-FTJ specimen the 

plastic hinge was developed at inside of the joint.  

7. From the cost and time point of view, the proposed 

techniques were found to be very effective and main 

important features of the proposed techniques are an easy 

installation, less time and usage of labour, manpower and 

machinery is comparatively very less than that of other 

specimens. 

8. The ratio of experimental and predicted shear strength 

calculated by Jihuru (1992) model for E-CMRJ, E-SMRJ, 

E-OMRJ and  E-FTJ is 1.26,1.40, 1,25, 1.34 respectively 

and these values are very close to experimental shear 

strength value than that of Bakir model(2003). 

9. The nominal shear strength calculated by the code 

ACI352-1991 gives very closer value to experimental 

shear strength than that of all other codes. Similarly, the 

nominal shear strength calculated by the code EN 

1998-1:2003 gives a higher value than that of all other 

codes.  

10. The horizontal and vertical shear stress values for all the 

specimen is lower than that of limiting value recommended 

by different codes such as ACI352-1991, NZS 3101-1995,   

EN 1998-1:2003, IS 13920-1993 draft.  

 

 

 

NOTATION 

T - 
Tensile force of the 

beam reinforcement 
Db - Beam depth 

Ash - 
Joint hoop 

reinforcement area  
dc - Column effective depth  

Avg. - Average Dc - Column depth  

Ag - Gross area of column Dc. - Diagonal strut force 

Ac - Column core area Dk - Diameter of core  

bb - Width of the beam Mu limit  
Limiting moment of 

resistance of beam 

Ak - Concrete core area Displ. - Displacement 

Bc - Width of the column E-CMRJ - 
Coupler moment resisting 

joint. 

bc - 
Core dimension of 

tied column 
E-FTJ - Field joint 

BIS - 
Bureau of Indian 

Standard. 
E-OMRJ - 

Ordinary moment 

resisting joint. 

bj - 
Effective width of 

joint  
E-SMRJ - 

Special moment resisting 

joint. 

Cc - 
Horizontal concrete 

force 
f’c - 

concrete compressive 

strength  

Cc - 
Vertical  concrete 

force 
fac - 

axial compressive strength 

of concrete 

Cs - 
Horizon steel 

compression force 
Fig. - Figure 

d - 
Effective depth of 

beam 
fck - 

Characteristic 

compressive strength of 

concrete 

sh - Spacing of stirrups Pos. - Positive 

Fig. - Figure Reinf. - Reinforcement 

fys - 
Yield strength of 

hoop 
S - Spacing of stirrups 

fy - 
Yield stress of 

reinforcement 
Pu  Ultimate load 

Hc - Column depth  V’col - Column shear force 

fyh - 
Yield stress of hoop 

reinforcement 
Vb - Beam shear 

hj - 
Effective depth of 

joint  
Vcol - Column Shear force. 

hc  Column Depth  Vj - Joint shear force 

Lb - lengths of  the beam ΔT" - 

Vertical force in steel 

transmitted through bond 

to strut 

Lc - Length of the column λ - 
Capacity reduction factor 

(0.78) 

LVDT _ 

Linear Varying 
Differential 

Transducer. 

ρs - Volumetric ratio 

N - 
Axial compressive 

load of column 
Neg. - Negative 

Mu 
 

Moment of resistance 

of beam 
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